
DOOR NOTES

DOOR HDWR. COMBINATIONS

GENERAL NOTES

ALL DOORS IN FIRE RATED WALLS SHALL HAVE HARDWARE AS REQUIRED TO MEET FIRE RATINGS.

ALL DOORS, HARDWARE AND FRAMES ARE TO BE BUILDING STANDARD UNLESS NOTED OTHERWISE.

ALL DOORS TO BE UNDERCUT 5/8" FOR CARPET CLEARANCE.

ALL DOUBLE DOORS ARE TO HAVE DUMMY HARDWARE ON THE INACTIVE LEAF.

REFER TO DOOR SCHEDULE FOR HARDWARE COMBINATIONS.

ALL DOOR FRAMES TO HAVE BUILDING STANDARD SILENCERS.

THE CONTRACTOR SHALL BE RESPONSIBLE TO THE OWNER FOR THE ACTS AND OMISSIONS OF

TO BE THOROUGHLY FAMILIAR WITH PLANS, SPECIFICATIONS, AND DOCUMENTS.  THE FAILURE
OR OMISSION OF ANY CONTRACTOR TO EXAMINE ANY FORM, INSTRUMENT OR DOCUMENT SHALL

THE CONTRACTOR SHALL GIVE ALL NOTICES AND COMPLY WITH ALL LAWS, ORDINANCES, RULES,
REGULATIONS AND LAWFUL ORDERS OF ANY PUBLIC AUTHORITY BEARING ON THE PERFORMANCE

THE CONTRACTOR WILL BE PRESUMED TO HAVE INSPECTED THE SITE AND TO HAVE READ AND

IN NO WAY RELIEVE THE CONTRACTOR FROM ANY OBLIGATION IN RESECT TO THEIR WORK.

THE CONTRACTOR'S EMPLOYEES, SUBCONTRACTORS AND THEIR AGENTS AND EMPLOYEES, AND 

PROVIDE AND PAY FOR ALL LABOR, MATERIALS, EQUIPMENT, TOOLS, CONSTRUCTION EQUIPMENT 

THE CONTRACTOR'S EMPLOYEES AND SHALL NOT EMPLOY ON THE WORK ANY UNFIT PERSON OR
THE CONTRACTOR SHALL AT ALL TIMES ENFORCE STRICT DICIPLINE AND GOOD ORDER AMONG

AND MACHINERY, TRANSPORTATION, AND OTHER FACILITIES AND SERVICES NECESSARY FOR THE 

UNLESS OTHERWISE PROVIDED IN THE CONTRACT DOCUMENTS, THE CONTRACTOR SHALL

ANY OTHER PERSONS PERFORMING ANY OF THE WORK UNDER A CONTRACT WITH THE 

WORK WILL BE OF GOOD QUALITY, FREE FROM FAULTS AND DEFECTS AND IN CONFORMANCE

THE CONTRACTOR SHALL PAY ALL SALES, CONSUMER, USE AND OTHER SIMILAR TAXES FOR

INCLUDING SUBSTITUTIONS NOT PROPERLY APPROVED AND AUTHORIZED, MAY BE CONSIDERED 

FURNISHED UNDER THIS CONTRACT WILL BE NEW UNLESS OTHERWISE SPECIFIED, AND THAT ALL

THE WORK OR PORTIONS THEROF PROVIDED BY THE CONTRACTOR WHICH ARE LEGALLY ENACTED 

THE CONTRACTOR WARRANTS TO THE OWNER THAT ALL MATERIALS AND EQUIPMENT

WITH THE CONTRACT DOCUMENTS.  ALL WORK NOT CONFORMING TO THESE REQUIRMENTS, 

PROPER EXECUTION AND COMPLETION OF THE WORK.

ANYONE NOT SKILLED IN THE GAK ASSIGNED THEM.

AT THE TIME OF CONSTRUCTION.

AND 1 SET OF BLUE LINE PRINTS) TO INTERIOR DESIGNER FOR APPROVAL PRIOR TO

GENERAL CONTRACTOR TO COORDINATE WITH INTERIOR DESIGNER IN REGARD TO BUILDING

U.L. APPROVED NON-COMBUSTIBLE MATERIAL IN ACCORDANCE WITH LOCAL MUNICIPAL CODES.
ALL MILLWORK, BLOCKING, GROUNDS, ROUGH BUCKS, AND MISCELLANEOUS BLOCKING TO BE

AND SHALL NOTIFY INTERIOR DESIGNER OF ANY ERROR, INCONSISTENCY OR OMMISIONS PRIOR

CONTRACTOR FOR THE PROJECT SHALL BE RESPONSIBLE FOR OBTAINING ALL REQUIRED BUILDING

GENERAL CONTRACTOR SHALL REMIT ALL REQUIRED SHOP DRAWINGS (1 SET OF REPRODUCIBLES

THE CONTRACTOR SHALL VERIFY ALL DIMENSIONS AND CONDITIONS SHOWN ON AT THE JOB SITE

PARTITIONS SHALL BE DIMENSIONED FROM FINISH TO FINISH, UNLESS NOTED OTHERWISE.

DO NOT SCALE DRAWINGS, DIMENSIONS GOVERN. 

CONTRACTOR TO COORDINATE REQUIREMENTS WITH MILLWORKERS.

WHERE DROPPED FASCIA IS INDICATED, GYPSUM BOARD SOFFIT IS TO BE RETURNED TO WALL

ALL DOORS USED IN CONJUNCTION WITH EXITS, SHALL BE SO ARRANGED AS TO BE READILY

THE CONTRACTOR SHALL SUPERVISE AND DIRECT THE WORK, USING THE CONTRACTOR'S BEST

CONSTRUCTION MEANS, METHODS, TECHNIQUES, SEQUENCES AND PROCEDURES:  AND SHALL

ALL CUSTOM CABINET WORK TO BE FURNISHED, DELIVERED, AND INSTALLED BY THE CABINET

OPENED WITHOUT THE USE OF A KEY FROM THE SIDE FROM WHICH EGRESS IS MADE.

SKILL AND ATTENTION.  THE CONTRACTOR SHALL BE SOLELY RESPONSIBLE FOR ALL

ALL CONSTRUCTION TO BE IN COMPLIANCE WITH LEGAL AND LOCAL CODES.

HOURS OF OPERATION, ETC.

PERMITS AND CERTIFICATES OF OCCUPANCY.

BEHIND, UNLESS NOTED OTHERWISE.

COORDINATE IN ALL PORTIONS OF THE WORK.

TO PROCEEDING WITH THE WORK.

COORDINATE HOLES FOR PLUMBING CLEANOUTS AND ACCESS PANELS WITH INTERIOR
DESIGNER PRIOR TO INSTALLATION (TO BE INCLUDED IN BASE BID OF CONSTRUCTION)

SET "C"

4.

5.

6.

2.

3.

1.

SET "*"

SET "H"

SET "S"

SET "G"

(DOUBLE DOORS)
SET "F"

(DOUBLE DOORS)
SET "E"

SET "D"

18.

SET "B"

SET "A"

20.

OF THE WORK.

19.

DEFECTIVE.

17.

16.

14.

15.

CONTRACTOR.

13.

8.

12.

11.

CONTRACTOR.

10.

9.

6.

FABRICATION.

7.

5.

4.

2.

3.

1.

THERMOSTAT LOCATIONS TO BE APPROVED BY INTERIOR DESIGNER PRIOR TO INSTALLATION.9.

CSAPPROVED                                 DATE

WOODWD.

HEIGHTHT.

FEEDING ELECTRICITY TO FURNITURE SYSTEMS POWER PANELS.

PRODUCT SPECIFICATIONS & CODES

INDEX OF DRAWINGS

REVISED AND ISSUED ON 8 1/2" X 11" SHEET (S)

REVISED AND REISSUE OF ORIGINAL DRAWINGS

ORIGINAL ISSUE

2.3 PAIR BUTTS SHOP DRAWINGS FOR MILLWORK CONSTRUCTION TO BE SUBMITTED TO STATTON ASSOCIATES, INC.

SUBMIT SAMPLES OF SPECIFIED FINISHES TO INTERIOR DESIGNER FOR APPROVAL

PRIOR TO CONSTRUCTION.
TO RECEIVE 2 COATS, MINIMUM, SPECIFIED PAINT. SUBMIT SAMPLES TO INTERIOR DESIGNER

CEILING NOTES

MILLWORK WITH SPLASHES TO HAVE THE SPLASH CONTINUE AT ALL LOCATIONS THAT ABUTT A

SWITCHES AND OUTLETS TO BE INSTALLED WITHIN MILLWORK.

WHERE DISCREPANCY OCCURS BETWEEN REFLECTED CEILING GRID AND ACTUAL FIELD

GANG SWITCHES UNDER SINGLE COVER PLATE WHERE MORE THAN ONE IS SHOWN.

NOTIFY INTERIOR DESIGNER OF ANY DISCREPANCIES.

CONTRACTOR IS TO IDENTIFY ANY ACCESS PANELS FOR OVER-HEAD CONTROLS, WHERE NEEDED,
PROPERTY MANAGER TO GIVE APPROVAL OF LOCATION PRIOR TO INSTALLATION.

CONDITIONS, CONTRACTOR IS TO FIELD VERIFY THE FINAL LOCATION OF THE LIGHT FIXTURE AND

ALL CEILING GRILLES TO MATCH EXISTING UNLESS NOTED OTHERWISE.

WHERE THERE IS GYPSUM BOARD OR CONCEALED SPLINE CEILING, VERIFY WITH INTERIOR
DESIGNER EXACT LOCATION OF ACCESS PANELS PRIOR TO INSTALLATION.

PROVIDE AND INSTALL INSULATION ABOVE CEILING PER LOCAL CODE AUTHORITIES.

PRIOR TO CONSTRUCTION.

BY A QUALIFIED DETAILER.

COORDINATE WITH THE GENERAL CONTRACTOR.  SHOP DRAWINGS SHOULD REFLECT FIELD 
MILLWORKER IS TO FIELD VERIFY ALL CONDITIONS WHERE MILLWORK IS TO BE INSTALLED AND

FOR APPROVAL PRIOR TO FABRICATION.  ONE SET OF BLUELINES AND ONE SET OF SEPIA 

WHERE WOOD SURFACES ARE PAINTED, WOOD IS TO PROPERLY SEALED, SANDED, PRIMED, AND 

COORDINATE WITH ELECTRICAL CONTRACTOR ON EXACT PLACEMENT OF ELECTRICAL FIXTURES,

ILLUSTRATE MATERIALS, FABRICATION, LAYOUT, SETTING, AND ERECTION DETAILS, PREPARED
SHOP DRAWINGS SHALL BE ORIGINAL DRAWINGS PREPARED BY MILLWORK CONTRACTOR WHICH

REFER TO ELEVATIONS, SECTIONS, AND DETAILS FOR FINISH SPECIFICATIONS.

WHERE INCANDESCENT LIGHTING IS SHOWN IN GRID, INSTALL IN CENTER OF TILE.
UNLESS OTHERWISE INDICATED. ALL LIGHT FIXTURES TO ALIGN UNLESS OTHERWISE NOTED.
ALL DIMENSIONS OF INCANDESCENT LIGHTING FIXTURES ARE GIVEN TO CENTER TO CENTER LINE,

CEILING TO BE INSTALLED ACCORDING TO STANDARD BUILDING PRACTICES.  ALL GRID IS TO BE
CONTINUOUS OVER TOP OF BUILDING STANDARD PARTITIONS UNLESS NOTED OTHERWISE.

HARDWARE WHICH IS EXISTING TO REMAIN

4.

6.

7.

8.

5.

2.

3.

1.

SPECIAL DOOR AND HARDWARE. REFER TO TENANT NOTES.

2 EACH SURFACE MOUNTED CLOSER
2 EACH DOOR STOPS

1 EACH DUMMY TRIM

SET "F" WITH LOCKSET

REFER TO SHEET "CS" FOR SPECIFICATION

2 EACH DOOR STOPS
2 EACH FLUSH BOLT
1 EACH STRIKE

6 PAIR BUTTS
1 EACH LATCHSET

1 EACH DOOR STOP (FLOOR MOUNTED)

2 EACH FLUSH BOLT

1 EACH DUMMY TRIM

1 EACH DOOR STOP (FLOOR MOUNTED)

1 EACH SURFACE MOUNTED CLOSER

6 PAIR BUTTS

1 EACH STRIKE

1 EACH LATCHSET

1 EACH LOCKSET
3 PAIR BUTTS

1 EACH LATCHSET

8.

CONDITIONS.

DRYWALL PARTITION.
9.

7.

6.

5.

4.

MYLARS.

3.

RCP-4

FF&E-4

DT-1

A-4

E-4

CS

DWG. NO.

MILLWORK NOTES

FINISH NOTES

ALL EXIT SIGNS TO MEET LOCAL CITY CODE PER BULDING RATING.

EACH OTHER AND PLUMB.
AT LOCATIONS WITH SIDE BY SIDE ELECTRICAL AND T-STAT, BOTH DEVICES TO BE LEVEL TO 

WALLCOVERINGS PRIOR TO INSTALLATION. 

DESIGNER FOR APPROVAL.
CONTRACTOR TO SUBMIT 8" X 8" GYPSUM BOARD SAMPLE OF ALL PAINT FINISHES TO INTERIOR 

PROVIDE RUBBER STRIP THRESHOLD AT ALL POINT WHERE CARPET AND RESILIENT FLOORING 
MEET. RUBBER STRIP COLOR TO MATCH BASE COLOR.  THRESHOLD HEIGHT TOLERANCE TO MEET

THE PARTICULAR SURFACE, 2 COAT MINIMUM APPLICATION IS REQUIRED.

USE.  DEDICATED CIRCUIT RECEPTACLE COLOR TO BE ORANGE. 
CONTRACTOR TO IDENTIFY ALL SEPARATE AND/OR DEDICATED CIRCUIT OUTLETS AND VERIFY 

ALL PAINT SHALL BE APPLIED IN ACCORDANCE WITH THE MANUFACTURER'S SPECIFICATIONS FOR

ALL INTERIOR FINISH MATERIALS TO BE IN COMPLIANCE WITH LOCAL CODES.  WHEN REQUIRED

INSPECT DRYWALL AND VERIFY THAT CONDITIONS ARE SUITABLE FOR THE APPLICATION OF 

SHEET "FX" FOR SPECIAL NOTE REGARDING WALLCOVERING YARDAGE.
PARTICULAR SURFACE APPLICATION, INCLUDING TEMPERATURE AND DUST CONTROL.  REFER TO
ALL WALLCOVERINGS TO BE INSTALLED ACCORDING TO MANUFACTURER'S SPECIFICATIONS FOR THE

ALL TRIM AND DETAILING TO CONFORM WITH BUILDING STANDARD QUALITY LEVELS UNLESS NOTED 

BY BUILDING OFFICIALS, APPLY FLAMEPROOFING TO FABRIC WALLCOVERINGS.

ALL MILLWORK IS TO MEET "AWI" QUALITY STANDARDS FOR "CUSTOM" GRADE WORK U.N.O.

1 EACH DOOR STOP (FLOOR MOUNTED)

1 EACH DOOR STOP

1 EACH SURFACE MOUNTED CLOSER
1 EACH LOCKSET

3 PAIR BUTTS
1 EACH LATCHSET

3 PAIR BUTTS

T.A.S. REGULATIONS.
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HEATER

WATER HEATER

ABBREVIATIONSELEC/TELE NOTES

THE INSTALLATION OF THEIR WORK.

CITY OF ADDRESS LISTED PER THIS SHEET.

ACCORDANCE WITH TENANTS LAYOUTS.

ELECTRICAL CONTRACTOR TO BE RESPONSIBLE FOR THE CUTTING AND PATCHING REQUIRED FOR

CODES AND ALL OTHER STATE AND LOCAL CODES THAT HAVE AUTHORITY OVER THIS PROJECT.
ALL WORK TO BE DONE IN ACCORDANCE WITH THE CITY OF ADDRESS LISTED.  ELECTRICAL 

WHERE TELEPHONE AND ELECTRICAL OUTLETS APPEAR BACK TO BACK, OUTLET BOXES ARE TO BE
STAGGERED TO REDUCE NOISE TRANSMISSION THROUGH PARTITION.

ALL SEPARATE CIRCUITS ARE TO BE FURNISHED WITH DISCONNECT SWITCHES AS REQUIRED BY 

ALL TELEPHONE AND DATA OUTLETS TO HAVE A PLASTER RING WITH PULL STRING FOR WIRING
WITH TEFLON COATED WIRE APPROVED FOR RETURN-AIR PLENUM USE.  WIRING TO BE BY 

ALL FIRE ALARM PULL AND SIGNAL STATIONS AND LIFE SAFETY SYSTEMS SHALL CONFORM
AS REQUIRED TO LOCAL, MUNICIPAL, FIRE PREVENTION CODES ,AND ADA/GA CODES

FINAL EXIT SIGN AND EMERGENCY LIGHT LOCATIONS ARE SUBJECT TO THE APPROVAL OF THE

ALL SWITCHES SHALL BE GANGED TOGETHER (WHEN THEY APPEAR TIGHTLY TOGETHER)
PROVIDE MULTIGANG JUNCTION BOX AND COVER PLATE AS REQUIRED.

ALL CORE LOCATIONS AND FURNITURE PARTITIONS SHALL BE CHALKED ON THE FLOOR BY THE 
ELECTRICAL CONTRACTOR FOR INTERIOR DESIGNER APPROVAL PRIOR TO THE DRILLING
OF FLOOR OUTLETS FEEDING FURNITURE SYSTEM POWER PANELS.

THE ELECTRICAL CONTRACTOR SHALL MAKE FINAL CONNECTIONS FOR FLOOR OR WALL OUTLETS

4.
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F.H.C.
FIN.
GA.

ELEC.

EQ.

ELEV.

E.W.C.

EP

DWG.

CONTR.
DR.

C.O.

COL.
CLG.

CL

A.F.F.
AMP.

CONTINUOUS

W/O

VERT.
V.I.F.
V.C.T.

S.C.

U.N.O.

S.S.

SECT.

REQD.

N.I.C.
O.C.

REF.

O.H. DOOR

GLASS

GYSUM BOARD

HOLLOW METAL

HARDWARE

FIRE EXTINGUISHER CABINET

FIRE HOSE CABINET
FINISH
GUAGE

V.

W/

ELECTRICAL

ELECTRIC WATER COOLER

ELECTRICAL PANEL
ELEVATION

EQUAL

CONTRACTOR

DRAWING

DOOR
TB

STAINLESS STEEL
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FIN-4 FINISH PLAN

BUILDING CODES CITY OF DALLAS, TEXAS:

2021 INTERNATIONAL BUILDING CODES
2021 INTERNATIONAL PLUMBING CODE
2021 INTERNATIONAL MECHANICAL CODE
2020 NATIONAL ELECTRICAL CODE
2021 INTERNATIONAL FIRE CODE

2012 TEXAS ACCESSIBILITY STANDARDS

TOTAL SQUARE FOOT OF SPACE: 5,539

SINGLE BOWL SINK (ADA)
ROOMS: 02
MFG.: ELKAY
STYLE: LUSTERTONE CLASSIC
NO: LRAD3122651
SIZE: 31" X 22" X 6-1/2"
COLOR: STAINLESS STEEL
NOTES: NEED SINGLE FAUCET HOLE 6" BOWL DEPTH
ADA SINLE LEVER FAUCET
ROOMS: 02
MFG.: ELKAY
STYLE: SINGLE LEVER HIGH-ARC FAUCET
NO: LK500
FINISH: POLISHED CHROME
NOTES: MUST HAVE HOT/COLD INDICATOR ON
FAUCET. SINGLE-HOLE DECK MOUNT

ADA COMPLIANT DISHWASHER
ROOMS: 02
MFG.: BOSCH
STYLE: FRONT CONTROL
NO: 800 SERIES
COLOR: STAINLESS STEEL
SIZE: 32-1/2" HIGH X 22-1/2" DEEP X 23-1/2" WIDE

TANKLESS HOT WATER HEATER-ELECTRIC
ROOM:  02
MFG.: GRAINGER
TYPE: CHRONOMITE INSTA FLOW MICRO
NO: 54ZY36
SIZE: 6-1/4" HIGH, 9-5/8" WIDE, 2-3/4" DEEP
WATTAGE: 1,440; 12AMPS

REFRIGERATOR WITH ICE MAKER
ROOM: 02
MFG:  LG 21.8 CU. FT. FRENCH DOOR WITH ICE MAKER
MODEL NUMBER: LFDS22520S
SIZE: 67-1/4"H X 29-3/4"W X 35-1/2"D
COLOR: STAINLESS STEEL
NOTES: ICE MAKER INCLUDED

CEILING MOUNT EXHAUST FAN
ROOMS: 02,03
MFG: GREENHECK
MODEL: SP-A
COLOR: WHITE
SIZE: 10" SQ.
NOTES: CONTRACTOR TO VENT ALL
EXHAUST FANS OUT OF THE BUILDING.

WHERE INDICATED, ROD AND SHELF TO HAVE SEMI-GLOSS ENAMEL PAINT APPLIED TO MATCH
ADJACENT WALLS.

D-4 DEMOLITION PLAN

SYMBOLS FOR ELECTRICAL, TELEPHONE, AND DATA FLOOR OUTLETS SHOWN ON "E" PLAN
INDICATE FUNCTION ONLY AND DO NOT NECESSARILY DEFINE THE TYPE, QUANTITY OR EXACT
LOCATION OF DEVICE OUTLETS REQUIRED.

NOT FOR
CONSTRUCTION!

CONCEPTUAL ONLY
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CONTRACTOR TO NOTIFY INTERIOR DESIGNER OF ANY SURFACES NOT HAVING A FINISH
SPECIFICATION PRIOR TO SUBMITTING A BID. REFER TO SHEET "FIN-4" FOR SPECIAL
NOTE.
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3'-6"

EXISTING DEMISING WALL TO REMAIN

EXISTING CONSTRUCTION TO REMAIN.

EXISTING CONSTRUCTION TO BE REMOVED

DEMOLITION LEGEND

DEMOLITION NOTES FOR TRAMMEL DESIGNS:

1.     CONTRACTOR TO FIELD VERIFY ALL EXISTING CONDITIONS PRIOR TO PRICING AND CONSTRUCTION.

2.     STORE UNUSED PRODUCTS PER THE PROPERTY MANAGEMENT.

3.     EXISTING MILLWORK TO REMAIN - UNLESS NOTED OTHERWISE.

4.     REMOVE ALL DEBRIS FORM SITE AND DISPOSE OF IT PROPERLY PER AHJ.

5.     CONTRACTOR TO DEMOLISH COMPLETELY ALL WALLS ETC., AS SHOWN BY DASHED LINES - UNLESS NOTED
OTHERWISE.

6.     EXISTING BUILDING STANDARD DEMISING WALL TO REMAIN.

7.     REMOVE EXISTING FLOOR COVERINGS AND BASE THROUGHOUT - UNLESS NOTED OTHERWISE.

8.     REFER TO THE ARCHITECTURAL PLAN FOR ROOM NUMBERS.

9.     ALL BLANK PLATES TO BE REMOVED.

5,539 U.S.F.SCALE: 1/8" = 1'-0"SCALE: 1/8" = 1'-0"

DEMOLITION PLAN
NN
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IN NEW OR RELOCATED BLDG. STD. DOOR

NEW BUILDING STANDARD DRYWALL PARTITION TO CEILING WITH SOUND ATTENUATION
BATTS IN WALL CAVITY AND 4'-0" BOTH SIDES OF PARTITION ABOVE CEILING

01

40

*

DT1

1 REVISION/CHANGE ORDER REFERENCE

WATER LINE

EXISTING TO REMAIN

ROOM NUMBER

SHEET NUMBER
DETAIL NUMBER

A
01

EXISTING DOOR, FRAME & HARDWARE TO REMAIN

ROOM NUMBER
HARDWARE COMBINATION

FRAMED GLASS WALL

ARCHITECTURAL LEGEND
BLDG. CORE PARTITION OR EXISTING PARTITION TO REMAIN

BUILDING STANDARD DEMISING PARTITION

NEW BUILDING STANDARD DRYWALL PARTITION

LAYOUT.  CONSULT WITH BUILDING MANAGEMENT BEFORE THE PURCHASE OF NEW.
CONTRACTOR TO REUSE ALL DOORS AND FRAMES AS APPLICABLE PER NEW

PROVIDE AND INSTALL REFRIGERATOR AND ADA COMPLIANT SINK/FAUCET SET

PROVIDE AND INSTALL 5 GALLON WATER HEATER UNDER MILLWORK IN BREAKROOM.

PROVIDE AND INSTALL ADA COMPLIANT REST ROOMS, SEE SHEET DT2.

PROVIDE AND INSTALL ADA COMPLIANT MILLWORK IN BREAK ROOM, SEE SHEET DT1.

PATCH/ REPAIR DRYWALL THROUGHOUT AND WHERE BLANK COVER PLATES HAVE BEEN 

PROVIDE AND INSTALL BLOCKING AS REQUIRED IN ALL WALLS WITH NEW SHELVING/MILLWORK.

PROVIDE AND INSTALL (2) NEW 1/4" COPPER WATER LINE FOR REFRIGERATOR AND COFFEE MAKER.

PROVIDE AND INSTALL NEW 48" X 48" X 3/4" PLYWOOD TELEPHONE BOARD TO BE FILED AND SANDED.

IN BREAK ROOM.
13.

14.

12.

KEY (X) DOORS PER TENANT.

REFER TO SHEET "CS" FOR PRODUCT SPECIFICATIONS.

ALL NEW DOORS AND FRAMES TO MATCH EXISTING.

REMOVED AS REQUIRED PRIOR TO PAINTING.

REWORK SPRINKLERS PER NEW WALL LAYOUT.

PAINT TO MATCH ADJACENT WALLS. 

CONSTRUCTION TYPES/TECHNIQUES TO MATCH EXISTING CONSTRUCTION.

10.

11.

8.

9.

5.

6.

7.

2.

3.

4.

AND CONSTRUCTION.
CONTRACTOR TO FIELD VERIFY ALL EXISTING CONDITIONS PRIOR TO PRICING 1.

ARCHITECTURAL PLAN NOTES FOR  TRAMMEL DESIGNS :

SCALE: 1/8" = 1'-0"SCALE: 1/8" = 1'-0"

ARCHITECTURAL PLAN
NN 5,539 U.S.F.
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RECEPTION

CONFERENCE ROOM
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ACC MANAGER

CREATIVE SPACE
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ELECTRICAL/DATA PLAN
NN 5,539 U.S.F.

AND INSTALL J-BOX AND 2 PULLSTRINGS. TENANT'S CONTRACTOR TO PROVIDE

AT ALL NEW TELEPHONE AND OR DATA LOCATIONS, CONTRACTOR TO PROVIDE 

PROVIDE AND INSTALL ONE DEDICATED CIRCUIT FOR REFRIGERATOR/ICEMAKER.

TENANT IS RESPONSIBLE FOR PROVIDING AND INSTALLING CUBICLES. ELECTRICIAN TO 

CONTRACTOR TO FIELD VERIFY ALL EXISTING CONDITIONS PRIOR TO PRICING AND CONSTRUCTION.

SEPARATE CIRCUITS ARE TO BE FURNISHED WITH DISCONNECT SWITCHES AS REQUIRED BY CODE.

EACH SET OF (4) CUBICLES TO RECEIVE 4 DEDICATED CIRCUITS  (8-WIRE SYSTEM) AND (4)

ALL NEW ELECTRICAL OUTLETS TO BE INSTALLED AT 18" A.F.F. TO CENTER OF OUTLET, U.N.O..

WALL MOUNTED DUPLEX OUTLET SUBSCRIPT INDICATES MOUNTING HEIGHT

TELEPHONE AND (4) DATA LINES.

REFER TO SHEET "CS" FOR PRODUCT SPECIFICATIONS.

REFER TO SHEET "A-4" FOR ROOM NUMBERS.

ALL ELECTRICAL OUTLETS WITHIN 5'-0" FROM WATER SUPPLY TO BE GFI.

ELECTRICAL WHIPS FOR SYSTEMS FURNITURE TO BE PROVIDED BY OTHERS.

CONNECT/HARDWIRE CUBICLES UPON COMPLETION OF INSTALLATION.

12.

13.

9.

10.

11.

6.

7.

8.

AND INSTALL CABLING.

COMBINATION TELEPHONE/DATA OUTLET, CONTRACTOR SHALL PROVIDE
AND INSTALL J-BOX AND PULL-STRING ONLY. LOCATIONS SHOWING A

PROVIDE AND INSTALL ONE DEDICATED CIRCUIT FOR COPIER.

1.

4.

5.

2.

3.

+48

DC

+42

GFI

WALL MOUNTED TELEPHONE/DATA OUTLET

WALL MOUNTED DUPLEX OUTLET WITH GROUND FAULT INTERRUPTER

WALL MOUNTED DUPLEX OUTLET WITH DEDICATED CIRCUIT

WALL MOUNTED TELEPHONE OUTLET.  SUBSCRIPT INDICATES MOUNTING 

WALL MOUNTED DATA OUTLET

HEIGHT ABOVE CONCRETE FLOOR.

WALL MOUNTED 4-PLEX OUTLET
ABOVE CONCRETE FLOOR

ELECTRICAL LEGEND
WALL MOUNTED DUPLEX CONVENIENCE OUTLET

J JUNCTION BOX-WALL MOUNTED, SUBSCRIPT INDICATES MOUNTING HEIGHT

FIRE ALARM PULL/SIGNAL STATIONS AND LIFE SAFETY SYSTEMS SHALL
CONFORM TO LOCAL, MUNICIPAL AND FIRE PREVENTION CODES.

ELEC/TELE/DATA PLAN NOTES FOR TRAMMEL DESIGNS:

4 DC

RECESSED DUPLEX; PHONE/DATA FLOOR RECEPTACLES

DEDICATED RECESSED QUAD; PHONE/DATA FLOOR RECEPTACLES 
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REFLECTED CEILING PLAN
NN 5,539 U.S.F.

NOTE:  ALL LED FIXTURES ARE TO BE CENTERED IN CEILING TILE UNLESS

ILLUMINATED EMERGENCY EXIT SIGN MOUNTED TO CEILING WITH DIRECTIONAL

BUILDING STANDARD LED LIGHT FIXTURE ON 24 HOUR EMERGENCY

DIMENSIONED OTHERWISE

S

SUPPLY AIR DIFFUSER

RETURN AIR GRILLE

SPRINKLER HEAD

CEILING GRID MAIN TEE

SMOKE DETECTOR

T

3

D

EF

BUILDING STANDARD SINGLE POLE SWITCH

BUILDING STANDARD THREE-WAY SWITCH

THERMOSTAT

DIMMER SWITCH

LED WALL WASHER - RECESSED

LED  DOWNLIGHT - RECESSED

PENDANT LED FIXTURE

ARROWS

EXHAUST FAN

REFLECTED CEILING LEGEND

BUILDING STANDARD 2' x 2' LED LIGHT FIXTURE

BUILDING STANDARD 2' x 4' LED LIGHT FIXTURE

STRIP LED

CIRCUIT

1.     CONTRACTOR TO FIELD VERIFY ALL EXISTING CONDITIONS PRIOR TO PRICING AND CONSTRUCTION.

2.     TILE AND GRID TO MATCH EXISTING. 

3.     RE-BALANCE EXISTING HVAC AS REQUIRED PER NEW DESIGN. HVAC SUPPLIES RETURNS, ETC., ARE SHOWN
IN EITHER EXISTING POSITION, OR RELOCATED TO ALLOW FOR NEW CONSTRUCTION OF WALLS, ETC.
CONTRACTOR TO RELOCATE, REMOVE, AND/OR ADD NEW AS REQUIRED TO BALANCE SPACE.  PROVIDE
NEW BALANCE REPORT TO PROPERTY MANAGER AFTER BALANCING.

4.     ALL NEW  SWITCHES AND DIMMERS SHALL BE LOCATED 48" ABOVE FINISHED FLOOR TO
CENTER OF SWITCHES AND 6" FROM DOOR FRAME.  UNLESS NOTED OTHERWISE, MULTIPLE SWITCHES AT
ONE LOCATION SHALL BE GANGED TOGETHER AND FINISHED WITH ONE COVER PLATE.  SWITCHES AT ONE
LOCATION SHALL BE GANGED TOGETHER AND FINISHED WITH ONE COVER PLATE.  SWITCHES AT ONE
LOCATION SHALL BE GANGED TOGETHER AND FINISHED WITH ONE COVER PLATE.  COVER PLATES SHALL
MATCH EXISTING.

5.     PROVIDE AND INSTALL FIRE ALARMS, SMOKE DETECTORS, FIRE EXTINGUISHERS, ETC. PER CITY CODE.

6.     PROVIDE AND INSTALL NEW A.D.A. STROBES, LIGHTS, AND ETC. AS REQUIRED PER NEW DESIGN AND CODE.

7.     PROVIDE AND INSTALL 24 HOUR LIGHTING AND EMERGENCY EQUIPMENT PER CODE  REQUIREMENTS.

8.     PATCH WALL AT ALL LOCATIONS OF REMOVED LIGHT SWITCHES/THERMOSTATS/ETC. PATCH WITH
DRYWALL - DO NOT USE BLANK PLATES).

9.   REFER TO SHEET "CS" FOR PRODUCT SPECIFICATIONS.

10.   REWORK EXISTING SPRINKLERS PER NEW WALL LAYOUT.

11.   RECIRCUIT LIGHTS PER THIS PLAN.

12.   PROVIDE AND INSTALL NEW EXIT LIGHTS TO MATCH EXISTING (VERIFY QUANTITY OF 7).

13.   REFER TO SHEET "FF&E-4" FOR SYSTEMS FURNITURE LOCATION PRIOR TO INSTALLATION  OF THERMOSTATS.

14.   REFER TO SHEET "A-4" FOR ROOM NUMBERS.

15.   PROVIDE AND INSTALL DRYWALL HEADER TO SEPARATE CEILING HEIGHTS.

REFLECTED CEILING PLAN NOTES FOR TRAMMEL DESIGNS:
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SCALE: 1/8" = 1'-0"SCALE: 1/8" = 1'-0"

FINISH PLAN
NN 5,539 U.S.F.

P1

B1

F3

W2

W1

FINISH PLAN NOTES FOR: TRAMMEL DESIGNS

1. CONTRACTOR TO FIELD VERIFY ALL EXISTING CONDITIONS PRIOR TO PRICING.

2. ALL FLOORING FINISH MATERIALS NEED TO BE CENTERED IN DOORWAY IN CLOSED

POSITION.

3. PROVIDE AND INSTALL RUBBER TRANSITION STRIP AT CARPET/VCT OR ANY MATERIALS THAT

MEET IN TRANSITIONS.

F2

CARPET
MFG: INTERFACE
COLLECTION: ETCHED EARTH
NO:EE710
COLOR:  PEAT
SIZE:39.38 IN x 39.38 IN
INSTALLATION: MONOLITHIC
NOTE:  USE U.N.O

TILE:
MFG: DALTILE
TYPE: PORCELAIN
COLOR CODE:CT75
FINISH:MATTE
THICKNESS: 5

16"
INSTALLATION: SUBWAY
LOCATION: RECEPTION
NOTE: CREATE 6" BASE OUT
OF TILE

RUBBER BASE
MFG:  ROPPE
TYPE:
NO: 671
COLOR:SOMBER
SIZE:4"
FINISH: MATTE

PAINT
MFG: SHERWIN WILLIAMS
FINISH: EGSHELL
TYPE: PROMAR 200 INTERIOR
LATEX PAINT
COLOR: NATURAL WHITE
NO:SW9542
NOTE: USE U.N.O.

PAINT
MFG:SHERWIN WILLIAMS
FINISH: EGSHELL
TYPE: PROMAR 200 INTERIOR LATEX
PAINT
COLOR: SEA MARINER
NO: SW9640
LOCATION: PRESIDENT/VP OFFICES

PAINT
MFG:  SHERWIN WILLIAMS
FINISH: EGSHELL
TYPE: PROMAR 200
INTERIOR LATEX PAINT
COLOR:COTTON
NO:  SW9581
LOCATION: USE U.N.O.

WT-1 WALL TILE
MFG:  TILEBAR
NAME:CURVED FLUTED GREEN CERAMIC TILE
LOCATION: BREAKROOM/COFFEE BAR
SIZE: 5.90" x 11.81''
THICKNESS: 8MM

SS1 SOLID SURFACE
MFG: CEASER STONE
NO: 506
NAME:MIRABEL
LOCATION: ALL MILLWORK COUNTERTOPS

FLOOR COVERING WALL FINISHES LAMINATES

SOLID SURFACES

PL1 PLASTIC LAMINATE
MFG: WILSON ART
NO: 8275
NAME:CHERRY PB SIENNA
FINISH: 05 TIMBERGRAIN
LOCATION:ALL MILLWORK
NOTE:USE U.N.O.

BASE/TRIM/DOORS

PAINT/STAIN GRADE
FOR BASE/TRIM/DOORS

PT-1

CEILING

C1

GWB FOR ACCENT
CEILINGS
PAINT PT-1.

C2

CEILING GRID:
ARMSTRONG 916" WHITE

CEILING TILE
MANUF: ARMSTRONG
TYPE:  OPTIMA OPEN PLAN
SIZE: 2' X 4'
COLOR: WHITE FINISH
TEGULAR EDGE, 3254
9

16" SUPRA FINE SUSPENSION
SYSTEM

F1

F4

CARPET
MFG: INTERFACE
COLLECTION: THIRD SPACE
NO:310
COLOR:  108027 BROWN
SIZE:9.845 IN x 39.38 IN
INSTALLATION: ASHLAR
NOTE:  USE IN HALLWAY BORDER

F5 VCT:
MFG:  TARKETT
NO: 504
COLOR: COPPER
SIZE: 12 IN X 12 IN
LOCATION: BREAK ROOM, WORK ROOM, COMM. ROOM

F6

VCT:
MFG:  TARKETT
NO: 501
COLOR:ALMOND- FIELD COLOR
SIZE:12IN X 12IN
LOCATION: BREAK ROOM,WORK ROOM,COMM. ROOM

VCT:
MFG:  TARKETT
NO: 588
COLOR: MEADOW
SIZE: 12IN X 12 IN
LOCATION: BREAK ROOM,WORK ROOM, COMM.ROOM

B2 RUBBER BASE
MFG:  ROPPE
TYPE:
NO: 668
COLOR: NIGHTHAWK
SIZE:4"
FINISH: MATTE

VWC-1 WALLPAPER
MFG: MOMENTUM TEXTILES AND WALL
COVERINGS
NAME:FORM-WARM
NO:  AZ53876
REPEAT: STRAIGHT MATCH
WIDTH: 52"
LOCATION: CREATIVE SPACE

PAINT
MFG: SHERWIN WILLIAMS
FINISH: EGSHELL
TYPE: PROMAR 200 INTERIOR
LATEX PAINT
COLOR: NATURAL WHITE
NO:SW9542
NOTE: USE U.N.O.

WT-2 WALL WOOD PANELS
MFG:  WOOD VENEER HUB
NAME:FLUTTO WALNUT ZIGZAG FLEXIBLE TAMBOUR WOOD PANELS
FINISH: WALNUT
STYLE: ZIGZAG
LOCATION: RECEPTION AREA
SIZE: 47.24" X 23.62"
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01 FLOOR PATTERN DETAIL
SCALE: 1/4" = 1'-0"
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DESIGNS

TRAMMEL

2'-0" 19'-7 3/4" 2'-0"

6"
8'

-6
" 9'
-0

"

COL.

1'-0" 5'-0" 9'-4" 2'-1 3/4" 6'-2"

23'-7 3/4"

3" 3"

C2.PT-1

WT2

SS1

PL1

F3

1'
-0

"
2'

-0
"3'
-6

"

A RECEPTION
SCALE: 1/2" = 1'-0"B BREAK ROOM

SCALE: 1/2" = 1'-0"

ACCESS
PANEL

1'-6 3/4"1'-6 3/4"1'-6 3/4"1'-6 3/4"1'-6 3/4"1'-6 3/4"1'-7"1'-7"1'-7 1/4"1'-7 1/4"1'-7 1/4"1'-7 1/4"1'-7 1/4"

3'-1 1/2"3'-1 1/2"3'-1 1/2"3'-2"3'-2 1/2"3'-2 1/2"1'-7 1/4"

20'-7"

1'
-8

"
1'

-6
"

4"
7 

1/
2"

1'
-1

0 
1/

2"

1'
-8
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1'
-6

"
1'

-6
"

3'
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"
1'

-6
"

2'
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0"

9'
-0

"

1'-6 3/4"1'-6 3/4"1'-6 3/4"1'-6 3/4"1'-6 3/4"1'-6 3/4"1"3'-0"1"2'-0"1'-6 1/4"1'-6 1/4"1'-6 1/4"1'-6 1/4"

3'-1 1/2"3'-1 1/2"3'-1 1/2"3'-2"2'-0"3'-0 1/4"3'-0 1/4"

20'-7"

PL-1

PULLS AS SCHEDULED

WT-1

SS-1

PULLS AS SCHEDULED

W2-PAINT

B-1

5/8" GWB PAINTED P1

3 7/8" TOP TRACK

5/8" GWB PAINTED W1
3 5/8" 18 GAUGE METAL
STUD

5/8" GWB PAINTED W1

3 78"  BOTTOM TRACK

3 5/8" 18 GAUGE METAL
STUD

RUBBER BASE AS SCHEDULED
FLOORING AS SCHEDULED

9/16" CEILING GRID FOR
SUSPENDED LAY - IN CEILING
3 7/8" TOP TRACK

5/8" GWB PAINTED W1
3 58" 18 GAUGE METAL
STUD
BATT ATTENTUATION

5/8" GWB PAINTED W1
3 58" 18 GAUGE METAL
STUD

BATT ATTENTUATION

3 78" BOTTOM TRACK
RUBBER BASE AS SCHEDULED
FLOORING AS SCHEDULED

5/8" GWB PAINTED P1

3
8" TEMPERED GLASS PARTITION

RUBBER BASE AS SCHEDULED
FLOORING AS SCHEDULED

3
8" TEMPERED GLASS PARTITION

1" U CHANNEL, STAINLESS STEEL WITH
GASKET TO EACH SIDE OF GLASS

EDGE OF WALL BEYOND

01 TYPICAL WALL SECTION
SCALE: 1-1/2" = 1'-0"02 INSULATED WALL SECTION

SCALE: 1-1/2" = 1'-0"03 GLASS PARTITION SECTION
SCALE: 1-1/2" = 1'-0"

DT-1
DETAILS
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